
HEXAGON PIN  
& ADAPTORS



The Hex Socket Recess Pins and Holders are available in standard sizes to manufacture hex socket head, button 
head and flat head screws. The pins and adaptors are available manufactured with a cold forming process. Cold 
forming the recess pins and holders offers a big advantage over tooling fabricated by machining. The proprietary 
forming process maximizes material flow in the heading process for optimal tool life. Couple this forming process 
with today’s technology in materials, thermal operations and coating and you truly have a header tool that will 
 exceed your expectations.  

The Wrentham Tool Group is proud to be known throughout the industry as the leader in customer service and being 
able to solve the problem job for our valued customers. Our technical team can assist you in selecting the correct 
material and or coating for your particular application and can customize the tooling for any special needs you require.

Wrentham Tool Group has served the Fastener Industry since 1948 and is the longest operating punch manufacture 
in the world. Wrentham Tool Group is made up of Wrentham, Rico, Astro, and Air Tuf tooling brands. Each one of 
these former independent companies manufactured standard punches and pins for sale and each one had their  
own specialty. For instance, RICO specialized in punches and pins along with carbide, Air Tuf specialized in driver 
bits, Wrentham specialized in gaging, while Astro specialized in Trim Dies and Hexagon Socket Tooling. 

Contact us at www.wrenthamtool.com or give us a call at 508-966-2332. 

ABOUT OUR COMPANY

THE FORGED ADVANTAGE

INDUSTRY LEADING SERVICE

ENGINEERED SOLUTIONS
The Wrentham Tool Group of Bellingham, MA specializes in engineered solutions to meet the most challenging 
fastener tooling applications. We offer both specialty and standard tooling.



HEXAGON PINS & ADAPTORS

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

0 0HP-1-60-S 0.0508   1.29 0HPA-1-60-S  9/16    14.29 0.5    12.7

1 1HP-1-60-S 0.0633   1.61 1HPA-1-60-S  9/16    14.29 0.5    12.7

2 2HP-1-60-S 0.0789  2.00 2HPA-1-60-S  9/16    14.29 0.5    12.7

3 3HP-1-60-S 0.0789  2.00 3HPA-1-60-S  9/16    14.29 0.5    12.7

4 4HP-1-60-S 0.0950   2.41 4HPA-1-60-S  9/16    14.29 0.5    12.7

5 5HP-1-60-S 0.0950   2.41 5HPA-1-60-S  9/16    14.29 0.5    12.7

6 6HP-1-60-S 0.1109     2.82 6HPA-1-60-S  9/16    14.29 0.5    12.7

8 8HP-1-60-S 0.1424    3.62 8HPA-1-60-S  9/16    14.29 0.5    12.7

10 10HP-1-60-S 0.1585   4.03 10HPA-1-60-S  9/16    14.29 0.5    12.7

1/4 25HP-1-60-S 0.1898    4.82 25HPA-1-60-S  3/4    19.05 1.0   25.4

5/16 31HP-1-60-S 0.2528   6.42 31HPA-1-60-S  1.0   25.40 1.0   25.4

3/8 37HP-1-60-S 0.3158    8.02 37HPA-1-60-S  1.0   25.40 1.0   25.4

7/16 43HP-1-60-S 0.3778   9.60 43HPA-1-60-S   1.25   31.75 1.0   25.4

1/2 50HP-1-60-S 0.3778   9.60 50HPA-1-60-S   1.25   31.75 1.0   25.40

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

1.6M 1.6MHP-1-SH 0.0606   1.54 1.6MHPA-1-SH  9/16    14.29 0.5    12.7

2M 2MHP-1-SH 0.0606   1.54 2MHPA-1-SH  9/16    14.29 0.5    12.7

2.5M 2.5MHP-1-SH 0.0803   2.04 2.5MHPA-1-SH  9/16    14.29 0.5    12.7

3M 3MPH-1-SH 0.1006   2.56 3MHPA-1-SH  9/16    14.29 0.5    12.7

4M 4MPH-1-SH 0.1207   3.07 4MHPA-1-SH  9/16    14.29 0.5    12.7

5M 5MHP-1-SH 0.1606   4.08 5MHPA-1-SH  9/16    14.29 0.5    12.7

6M 6MHP-1-SH 0.2000  5.08 6MHPA-1-SH  3/4      19.05 1.0    25.4

8M 8MHP-1-SH 0.2398   6.09 8MHPA-1-SH  3/4      19.05 1.0    25.4

10M 10MHP-1-SH 0.3193     8.11 10MHPA-1-SH  1.0   25.40 1.0    25.4

12M 12MHP-1-SH 0.3985  10.12 12MHPA-1-SH  1.0   25.40 1.0    25.4

HEX SOCKET HEAD
1960 SERIES

TYPE 1

HEX SOCKET HEAD
TYPE 1

METRIC
DIN 912

Standard Material: M42 for Pins / M2 for Adaptors (Other materials available upon request). Pins are available with the Tamperproof feature.
Call us for assistance in selecting the coatings available for your applications. Headmarking available on adaptors raised or indented upon request.

WRENTHAM TOOL GROUP   |   VISIT OUR WEBSITE: WWW.WRENTHAMTOOL.COM



HEXAGON PINS & ADAPTORS

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

0 0HP-1-BH 0.0353    .90 0HPA-1-BH  9/16    14.29 0.5    12.7

1 1HP-1-BH 0.0508   1.29 1HPA-1-BH  9/16    14.29 0.5    12.7

2 2HP-1-BH 0.0508   1.29 2HPA-1-BH  9/16    14.29 0.5    12.7

3 3HP-1-BH 0.0633   1.61 3HPA-1-BH  9/16    14.29 0.5    12.7

4 4HP-1-BH 0.0633   1.61 4HPA-1-BH  9/16    14.29 0.5    12.7

5 5HP-1-BH 0.0789    2.00 5HPA-1-BH  9/16    14.29 0.5    12.7

6 6HP-1-BH 0.0789    2.00 6HPA-1-BH  9/16    14.29 0.5    12.7

8 8HP-1-BH 0.0950  2.41 8HPA-1-BH  9/16    14.29 0.5    12.7

10 10HP-1-BH 0.1268   3.22 10HPA-1-BH  9/16    14.29 0.5    12.7

1/4 25HP-1-BH 0.1585    4.03 25HPA-1-BH  3/4    19.05 1.0   25.4

5/16 31HP-1-BH 0.1898    4.82 31HPA-1-BH  1.0   25.40 1.0   25.4

3/8 37HP-1-BH 0.2215   5.63 37HPA-1-BH  1.0   25.40 1.0   25.4

1/2 50HP-1/BH 0.3158    8.02 50HPA-1-BH   1.25   31.75 1.0   25.4

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

3M 3MHP-1-BH 0.0803   2.04 3MHPA-1-BH  9/16    14.29 0.5    12.7

4M 4MHP-1-BH 0.1006    2.56 4MHPA-1-BH  9/16    14.29 0.5    12.7

5M 5MHP-1-BH 0.1207    3.07 5MHPA-1-BH  9/16    14.29 0.5    12.7

6M 6MHP-1-BH 0.1606    4.08 6MHPA-1-BH  9/16    14.29 0.5    12.7

8M 8MHP-1-BH 0.2000   5.08 8MHPA-1-BH  1.0   25.40 1.0    25.4

10M 10MHP-1-BH 0.2398    6.09 10MHPA-1-BH  1.0   25.40 1.0    25.4

12M 12MHP-1-BH 0.3193     8.11 12MHPA-1-BH  1.375   34.93 1.0    25.4

16M 16MHP-1-BH 0.3985   10.12 16MHPA-1-BH  1.5   38.10 1.125    28.6

HEX SOCKET
BUTTON HEAD

TYPE 1

HEX SOCKET
BUTTON HEAD

TYPE 1
METRIC

DIN 7380

Standard Material: M42 for Pins / M2 for Adaptors (Other materials available upon request). Pins are available with the Tamperproof feature.
Call us for assistance in selecting the coatings available for your applications. Headmarking available on adaptors raised or indented upon request.

WRENTHAM TOOL GROUP   |   CALL: 508-966-2332 



HEXAGON PINS & ADAPTORS

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

0 0HP-1-FS 0.0353   0.90 0HPA-1-FS  9/16    14.29 0.5    12.7

1 1HP-1-FS 0.0508   1.29 1HPA-1-FS  9/16    14.29 0.5    12.7

2 2HP-1-FS 0.0508   1.29 2HPA-1-FS  9/16    14.29 0.5    12.7

3 3HP-1-FS 0.0633   1.61 3HPA-1-FS  9/16    14.29 0.5    12.7

4 4HP-1-FS 0.0633   1.61 4HPA-1-FS  9/16    14.29 0.5    12.7

5 5HP-1-FS 0.0789   2.00 5HPA-1-FS  9/16    14.29 0.5    12.7

6 6HP-1-FS 0.0789   2.00 6HPA-1-FS  9/16    14.29 0.5    12.7

8 8HP-1-FS 0.0950   2.41 8HPA-1-FS  9/16    14.29 0.5    12.7

10 10HP-1-FS 0.1268    3.22 10HPA-1-FS  9/16    14.29 0.5    12.7

1/4 25HP-1-FS 0.1585    4.03 25HPA-1-FS  3/4    19.05 1.0   25.4

5/16 31HP-1-FS 0.1898    4.82 31HPA-1-FS  1.0   25.40 1.0   25.4

3/8 37HP-1-FS 0.2215    5.63 37HPA-1-FS  1.0   25.40 1.0   25.4

7/16 43HP-1-FS 0.2528    6.42 43HPA-1-FS   1.25   31.75 1.0   25.4

1/2 50HP-1-FS 0.3158    8.02 50HPA-1-FS   1.25   31.75 1.0   25.4

SCREW
SIZE

PIN
NUMBER

PIN A/F
INCH     MM

ADAPTOR
NUMBER

DIA
INCH     MM

L
INCH     MM

3M 3MHP-1-FS 0.0803  2.04 3MHPA-1-FS  9/16    14.29 0.5    12.7

4M 4MHP-1-FS 0.1006   2.56 4MHPA-1-FS  9/16    14.29 0.5    12.7

5M 5MHP-1-FS 0.1207   3.07 5MHPA-1-FS  9/16    14.29 0.5    12.7

6M 6MHP-1-FS 0.1606   4.08 6MHPA-1-FS  9/16    14.29 0.5    12.7

8M 8MHP-1-FS 0.2000  5.08 8MHPA-1-FS  1.0   25.40 1.0    25.4

10M 10MHP-1-FS 0.2398   6.09 10MHPA-1-FS   1.0   25.40 1.0    25.4

12M 12MHP-1-FS 0.3193     8.11 12MHPA-1-FS 1.375   34.93 1.0    25.4

14M 14MHP-1-FS 0.3985   10.12 14MHPA-1-FS 1.375   34.93 1.0    25.4

16M 16MHP-1-FS 0.3985   10.12 16MHPA-1-FS 1.375   34.93 1.0    25.4

HEX SOCKET
FLAT

COUNTERSUNK HEAD
TYPE 1

HEX SOCKET
FLAT

COUNTERSUNK HEAD
TYPE 1

METRIC
DIN 7991

Standard Material: M42 for Pins / M2 for Adaptors (Other materials available upon request). Pins are available with the Tamperproof feature.
Call us for assistance in selecting the coatings available for your applications. Headmarking available on adaptors raised or indented upon request.

WRENTHAM TOOL GROUP   |   EMAIL: CUSTOMERSERVICE@WRENTHAMTOOL.COM



WRENTHAM TOOL GROUP

Visit our website: www.wrenthamtool.com  

508-966-2332   |   customerservice@wrenthamtool.com

Follow Us:

Gages and Gage Calibration • Nut Forming and Trim Dies
Header Tooling • Recess Pins and Punches • Specialty Coatings

OTHER PRODUCTS WE SPECIALIZE IN:

A  P H I L L I P S  S C R E W  C O M PA N Y  A F F I L I AT E


